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1
IMAGE SENSING MODULE AND OPTICAL
SIGNAL PROCESSING DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of Taiwan Patent Appli-
cation No. 099139343 filed Nov. 16, 2010, now Taiwan
Patent No. 1464691, and incorporated herein by reference in
its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to image sensing modules,
and particularly to an image sensing module capable of
actively switching sense image capture frequency.

2. Description of the Prior Art

Generally speaking, image sensors are utilized for sensing
light to generate sense images. Image sensors can be applied
to many fields, including optical touch devices, optical dis-
tance measurement devices, or optical image capture devices.
An optical touch device can determine whether or not the
image sensor senses an object (such as a user’s finger) accord-
ing to sense images generated by the image sensor. When the
image sensor captures sense images at a relatively high fre-
quency, the optical touch device may more rapidly determine
whether or not the image sensor senses the object. Thus, the
image sensor uses a relatively higher frequency to capture the
sense images to allow the optical touch device to respond
rapidly to user controls, so as to provide real time detection of
objects (such as user fingers).

In the prior art, the image sensor always operates at the
same frequency, regardless of whether or not an object is
detected. In other words, even if the image sensor has detected
an object, the image sensor will continue to capture images at
the same high frequency to keep detecting the object’s posi-
tion. However, the object detected by the image sensor typi-
cally does not move rapidly. For example, when a user oper-
ates an optical touch device, his/her fingers do not move
quickly. In other words, the image sensor could actually use a
low frequency to capture images, and would still be able to
detect the object’s position. Thus, the prior art image sensor
wastes power by capturing images at the high frequency after
detecting the object.

SUMMARY OF THE INVENTION

According to an embodiment, an image sensing module
comprises a first image sensor having a first scanning mode
and a second scanning mode. When the first image sensor
operates in the first scanning mode, the first image sensor uses
a first frequency to capture a first sense image. When the first
image sensor operates in the second scanning mode, the first
image sensor uses a second frequency to capture the first
sense image. The image sensing module further comprises a
first sensing controller for determining whether the first
image sensor detects an object according to the first sense
image. When the first image sensor operates in the first scan-
ning mode and the first sensing controller determines that the
first image sensor has detected an object, the first sensing
controller controls the first image sensor to switch over to
operate in the second scanning mode.

According to an embodiment, an optical signal processing
device comprises a first image sensing module and a control-
ler. The first image sensing module comprises a first image
sensor for sensing light to generate a first sense image, and a
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first sensing controller for receiving the first sense image and
generating first image data. The controller is for generating
output data according to the first image data to provide to a
host. The host requests the output data from the controller
every output data request period. The controller generates an
adjustment signal according to timing of the host requesting
the output data from the controller. The first sensing control-
ler receives the adjustment signal to adjust timing of the first
sensing controller generating the first image data.

According to an embodiment, an optical signal processing
device, comprises a first image sensing module comprising a
first image sensor for sensing light to generate a first sense
image, and a first sensing controller for receiving the first
sense image and generating first image data. The optical
signal processing device further comprises a controller. The
controller requests the first image data from the first sensing
controller every image data request period, and the controller
generates output data according to the first image data to
provide to a host. The host requests the output data from the
controller every output data request period. The first sensing
controller adjusts timing of the first sensing controller gener-
ating the first image data according to timing of the controller
requesting the first image data from the first sensing control-
ler.

According to an embodiment, an optical signal processing
device comprises a first image sensing module comprising a
firstimage sensor for sensing light to generate generates a first
sense image, and a first sensing controller for receiving the
first sense image and generating first image data. The optical
signal processing device further comprises a controller. The
controller requests the first image data from the first sensing
controller every image data request period, and generates
output data according to the first image data to provide to a
host. The host requests the output data from the controller
every output data request period. The controller adjusts tim-
ing of the controller requesting the first image data from the
first sensing controller according to timing of the host
requesting the output data from the controller.

These and other objectives of the present invention will no
doubt become obvious to those of ordinary skill in the art after
reading the following detailed description of the preferred
embodiment that is illustrated in the various figures and draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 and FIG. 2 are diagrams of image sensing module
according to an embodiment.

FIG. 3 is a diagram of an optical signal processing device
according to an embodiment.

FIG. 4 and FIG. 5 are diagrams illustrating data transfer
between sensing controller, controller and host.

FIG. 6 illustrates user’s finger moving rapidly along one
path, while host controls display to display another path
traced by user’s finger according to received output data.

FIG. 7 is a diagram illustrating a method of reducing delay
period according to an embodiment.

FIG. 8 is a diagram illustrating another method for reduc-
ing delay period.

FIG. 9 is a diagram illustrating a method of reducing delay
period.

FIG. 10 is a diagram illustrating data transfer between
sensing controller, controller and host after using the methods
of reducing delay periods.
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FIG. 11 and FIG. 12 are diagrams illustrating optical signal
processing device according to an embodiment.

DETAILED DESCRIPTION

Please refer to FIG. 1 and FIG. 2. FIG. 1 and FIG. 2 are
diagrams of image sensing module 100 according to an
embodiment. In FIG. 1, it is assumed that image sensing
module 100 is used in an optical touch device, and the optical
touch device uses image sensing module 100 to detect an
object in region 101 for performing touch control. Image
sensing module 100 comprises image sensor 110 and sensing
controller 120. As shown in FIG. 2, image sensor 110 is used
for sensing light to generate sense image IM, . Image sensor
110 has a first scanning mode and a second scanning mode to
allow image sensor 110 to detect objects in real time, and
simultaneously conserve electrical power when image sensor
110 continues detecting the object after detecting the object.
When image sensor 110 has not detected the object, image
sensor 110 operates in the first scanning mode. At this time,
image sensor 110 captures sense image IM1 at a relatively
higher first frequency, so that image sensing module 100 can
detect the object in real time. After image sensor 110 detects
the object, image sensor 110 operates in the second scanning
mode. At this time, image sensor 110 captures sense image
IM1 at arelatively lower second frequency so as to save power
as image sensor 110 continually detects the object’s position.
In addition, operation of image sensor 110 in the second
scanning mode may be split into an idle period T,,; 5, and a
detection period T,z During idle period T, ., image sen-
sor 110 does not capture sense images IM;. At this time,
image sensor 110 may enter a sleep state to save power.
During detection period T, image sensor 110 captures
sense image IM, . Sensing controller 120 determines whether
image sensor 110 has detected an object according to sense
image IM,;. When image sensor 110 has not yet detected an
object, sensing controller 120 controls image sensor 110 to
operate in the first scanning mode, so that image sensor 110
may detect objects in real time, so that the optical touch
device may rapidly respond to user control. When image
sensor 110 operates in the first scanning mode and sensing
controller 120 determines image sensor 110 has detected an
object, sensing controller 120 controls image sensor 110 to
switch over to operate in the second scanning mode so that,
relative to the image sensor of the prior art, the image sensor
110 of the image sensing module 100 can capture sense image
IM1 at a relatively lower frequency after detecting the object,
and thereby may save power consumed when image sensor
110 continues to detect the object’s position.

Please refer to FIG. 3, which is a diagram of an optical
signal processing device 300 according to an embodiment.
Optical signal processing device 300 may be used as an
optical touch device, an optical distance measuring device,
and/or an optical image capture device. Optical signal pro-
cessing device 300 comprises image sensing module 310 and
controller 320. Image sensing module 310 comprises image
sensor 311 and sensing controller 312. Image sensor 311
senses light to generate sense image IM, . Sensing controller
312 may determine whether image sensor 311 has detected an
object according to sense image IM,. Additionally, sensing
controller 312 may use the method shown in FIG. 2 to control
image sensor 311 to operate in the first scanning mode or the
second scanning mode. Controller 320 is coupled to host 301
and sensing controller 312. Sensing controller 312 notifies
controller 320 whether image sensor 311 has detected an
object. For example, sensing controller 312 may output an
interrupt signal to controller 320 to notify controller 320 that
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image sensor 311 has detected an object. Or, sensing control-
ler 312 generates a detection result according to whether
image sensor 311 has detected an object, and controller 320
requests the detection result every detection result request
period. Controller 320 also notifies host 301 whether image
sensor 311 has detected an object. For example, controller
320 may output an interrupt signal to host 301 to notify host
301 that image sensor 311 has detected an object. Or, con-
troller 320 generates a detection result according to whether
image sensor 311 has detected an object, and host 301
requests the detection result every detection result request
period. Host 301 may respond to detection of an object (or
lack thereof) by image sensor 311. For example, assume
optical signal processing device 300 is an optical touch
device, image sensing module 310 senses objects in region
302, and host 301 is a personal computer or on-screen display
(OSD) controller for controlling display of images in a dis-
play 303 under region 302. When controller 320 notifies host
301 that image sensor 311 has not yet detected an object, e.g.
user’s finger, host 301 controls display 303 not to display
images, so as to save power. When controller 320 notifies host
301 that image sensor 311 has detected an object, e.g. user’s
finger, host 301 controls display 303 to display images to aid
the user in performing touch control.

Please refer to FIG. 4 and FIG. 5, which are diagrams
illustrating data transfer between sensing controller 312, con-
troller 320 and host 301. When image sensor 311 has detected
an object, e.g. when image sensor 311 operates in the second
scanning mode described in FIG. 2, sensing controller 312
receives sense image IM; and generates image data DA,
where image data DA, comprises at least one object, e.g. one
or more user fingers, in image data of sense image IM,. In
FIG. 5, it is assumed that sensing controller 312 generates
image data DA, every image data generation period T,,.
Controller 320 sends out image data request REQ, every
image data request period Ty, to request image data DA,
from sensing controller 312, and controller 320 may obtain
position of the object, e.g. user finger(s), according to image
data DA |, and generate output data DA - comprising coor-
dinates information of the object, e.g. user’s finger(s), based
thereupon. For example, as shown in FIG. 5, controller 320
sends out image data request REQ, | for receiving image data
DA, , from sensing controller 312, and at this time, controller
320 generates output data DA, according to image data
DA, ,. After one image data request period T, controller
320 sends out image data request REQ, , to receive image data
DA, , from sensing controller 312, and at this time, controller
320 generates output data DA, according to image data
DA, ,. After a further one image data request period Tz,
controller 320 sends out image data request REQ), ; to receive
image data DA | ; from sensing controller 312, and at this time,
controller 320 generates output data DA, 5 according to
image data DA ,. Host 301 sends out output data request
REQ,;revery one output data request period T, - to request
output data DA, from controller 320. For example, as
shown in FIG. 5, host 301 sends out output data request
REQ 7 to receive output data DA 7, from controller 320.
One output data request period T .- later, host 301 sends out
output data request REQ . to receive output data DA ,; 7
from controller 320. One further output data request period
T 5o later, host 301 sends out output data request REQ 77
to receive output data DA ;7 from controller 320. However,
it can be seen from FIG. 5 that, from the time sensing con-
troller 312 has readied image data DA, e.g. DA, to DA, 5, to
the time controller 320 receives image data DA, a delay
period LA has already passed, and from the time controller
320 receives image data DA to the time host 301 receives
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output data DA 5, e.g. DA, t0 DA 5,15, a delay period
LA , has already passed. In other words, from the time sensing
controller 312 has readied image data DA, to the time host
301 receives output data DA 5,7, e.g8. DA 5771 10 DA 73), @
delay period (LA ,+.A) has already passed. This means that
coordinates information about the object received by host 301
according to output data DA ,, is notreal time. For example,
as shown in FIG. 6, assume user’s finger moves rapidly along
path PA, (dashed line) in region 302, and host 301 controls
display 303 to display path PA, traced by user’s finger accord-
ing to received output data DA, Because coordinates
information about the object received by host 301 according
to output data DA, is not real time, although user’s finger
may already have moved to location LOC,, display 303
displays user’s finger as being located at position LOC z,.
This means that the delay period (LA ,+LAj) described above
causes an error D, between the actual location LOC z, of
the user’s finger and the location ofthe user’s finger displayed
by display 303. As delay periods LA ,, LA increase, error
Dz also increases. Thus, it can be seen from the above
description that delay periods LA ,, LA ; cause host 301 to be
unable to obtain real time output data DA, which slows
down response speed of host 301.

Please refer to FIG. 7, which is a diagram illustrating a
method of reducing delay period LA, according to an
embodiment. In order to reduce delay period LA, controller
320 may generate an adjustment signal S,,, according to
when host 301 requests output data D~ from controller
320. When sensing controller 312 receives adjustment signal
S, p» timing of sensing controller 312 generating image data
DA | may be adjusted. For example, in FIG. 7, after controller
320 sends out image data request REQ), |, adjustment signal
S, p s generated, and adjustment signal S ,, may be used for
indicating to controller 320 timing for sending out image data
request REQ,, and length of image data request period T,
Thus, sensing controller 312 can adjust timing of generating
image data DA | according to timing of controller 320 sending
outimage datarequest REQ, and length of image data request
period Tg. As shown in FIG. 7, timing of sensing controller
312 generating image data DA, can be coordinated with
timing of controller 320 sending out image data request
REQ,,, and timing of sensing controller 312 generating
image data DA, ; can be coordinated with timing of controller
320 sending out image data request REQ), 5. In this way, delay
period LAz may be reduced, and host 301 may obtain closer
to real time output data DA -

Please refer to FIG. 8, which is a diagram illustrating
another method for reducing delay period LAg. To reduce
delay period LA, sensing controller 312 may actively adjust
timing of sensing controller 312 generating image data DA,
according to timing of controller 320 requesting image data
DA, of sensing controller 312. For example, in FIG. 8, after
sensing controller 312 receives image data requests REQ, |,
REQ,, and REQ,;, sensing controller 312 may calculate
length of image data request period Ty, according to time
lapsed between controller 320 sending out image data
requests REQ,, and REQ),,, and time lapsed between con-
troller 320 sending out image data requests REQ,, and
REQ,;, and may calculate timing for controller 320 to send
out a future image data request, e.g. REQ, ,, according to
length of image data request period T, and timing of con-
troller 320 sending out image data request REQ ;. In this way,
sensing controller 312 may adjust timing of sensing control-
ler 312 generating image data DA, according to calculated
timing of controller 320 sending out image data request
REQ,, so that host 301 obtains closer to real time output data
DAour
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Please refer to FIG. 9, which is a diagram illustrating a
method of reducing delay period LA ,. To reduce delay period
LA, controller 320 may adjust timing of controller 320
requesting image data DA, from sensing controller 320
according to timing of host 301 requesting output data D+
from controller 320. For example, in FIG. 9, after controller
320 receives output data requests REQ ;7. REQ ;7 and
REQ ¢35, controller 320 may calculate length of output data
request period T, according to time lapsed between host
301 sending out output data request REQ ;7 and REQ ;7
and time lapsed between controller 301 sending out output
data requests REQ ;- and REQ .15, and calculate timing
of host 301 sending out a future output data request, e.g.
REQ 7,74, according to length of image data request period
Txgo and timing of host 301 sending out output data request
REQ,;/75- In this way, controller 320 may adjust timing of
controller 320 generating image data request REQ), according
to calculated timing ofhost 301 sending out future output data
request REQ .1, so as to reduce delay period LA .

From the above, it can be seen that through the methods
illustrated in FIG. 7 or FIG. 8, delay period LAy may be
reduced, and through the method shown in FIG. 9, delay
period LA , may be reduced. Please refer to FIG. 10, which is
a diagram illustrating data transfer between sensing control-
ler, controller and host after using the methods of reducing
delay periods LA, and LA. In FIG. 10, it is assumed that
controller 320 has already adjusted timing of controller 320
generating image data request REQ);, so as to coordinate with
timing of host 301 sending out future output data request
REQ,;r and sensing controller 312 has already used the
method illustrated in FIG. 7 or FIG. 8 to adjust timing of
sensing controller 312 generating image data DA, so as to
coordinate with timing of controller 320 generating image
data request REQ),. Thus, in FIG. 10, delay periods LA , and
LA may be reduced simultaneously to allow host 301 to
obtain real time output data DA ;-

Please refer to FIG. 11 and FIG. 12.FIG. 11 and FIG. 12 are
diagrams illustrating optical signal processing device 800
according to an embodiment. Compared to optical signal
processing device 300, optical signal processing device 800
further comprises image sensing module 330. Image sensing
module 330 comprises image sensor 331 and sensing control-
ler 332. Image sensor 331 detects light to generate sense
image IM,. Sensing controller 332 receives sense image IM,,,
and generates image data DA, where image data DA, com-
prises an object, e.g. user’s finger(s), in image data of sense
image IM,,. Controller 320 may obtain object location accord-
ing to image data DA, and image data DA,, and generate
output data DA, comprising coordinates information of
the object based thereupon. Controller 320 sends out image
data request REQ), to sensing controller 332 every image data
request period T, 50 as to receive image data DA,,. Similar
to image sensing module 310, in image sensing module 330,
sensing controller 332 may utilize the method illustrated in
FIG. 7 or FIG. 8 to adjust timing of sensing controller 332
generating image data DA, to coordinate with timing of con-
troller 320 generating image data request REQ,. In this way,
host 301 obtains real time output data DA ,;

In the above embodiments, image sensing module com-
prises an image sensor and a sensing controller. The image
sensor uses a first frequency to capture a sense image. The
sensing controller determines whether the image sensor has
detected an object according to the sense image. When the
sensing controller determines that the image sensor has
detected an object, the sensing controller controls the image
sensor to switch over to a second frequency to capture the
sense image. By setting the first frequency to be higher than
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the second frequency, power consumption of the image sens-
ing module may be reduced. Additionally, an optical signal
processing device is described above. The optical signal pro-
cessing device comprises an image sensing module and a
controller. The image sensing module comprises an image
sensor and a sensing controller. The image sensor senses light
to generate a sense image. The sensing controller is used for
receiving the sense image and generating image data. The
controller generates output data for a host according to the
image data, and the host requests the output data from the
controller each output data request period. By adjusting tim-
ing of the controller requesting the image data from the sens-
ing controller to coordinate with timing of the host requesting
the output data from the controller, and adjusting timing of the
sensing controller generating the image data to coordinate
with timing of the controller requesting the image data from
the sensing controller, the output data received by the host is
real time information. This means that the host using the
optical signal processing device disclosed can obtain real
time output data, which increases responsiveness.

Those skilled in the art will readily observe that numerous
modifications and alterations of the device and method may
be made while retaining the teachings of the invention.

What is claimed is:
1. An image sensing module comprising:
a first image sensor having a first scanning mode and a
second scanning mode;
wherein when the first image sensor operates in the first
scanning mode, the first image sensor uses a first
frequency to capture a first sense image;

wherein when the first image sensor operates in the
second scanning mode, the first image sensor using a
second frequency different than the first frequency to
capture the first sense image; and

a first sensing controller for determining whether the first
image sensor detects an object according to the first
sense image;

wherein when the first sensing controller determines that
the first image sensor has not detected an object, the first
sensing controller controls the first image sensor to oper-
ate in the first scanning mode, and when the first sensing
controller determines that the first image sensor has
detected the object, the first sensing controller controls
the first image sensor to operate in the second scanning
mode.

2. The image sensing module of claim 1, wherein the first

frequency is higher than the second frequency.

3. The image sensing module of claim 1, wherein when the
first image sensor operates in the second scanning mode, in an
idle period, the first image sensor does not capture the first
sense image, and in a detection period, the first image sensor
captures the first sense image.

4. An optical signal processing device, comprising:

a first image sensing module, comprising:

a first image sensor for sensing light to generate a first
sense image; and

a first sensing controller for receiving the first sense
image and generating first image data;

a first sensing controller configured to control the first
image sensing module to operate at a first frequency
when determined that the first image sensor has not
detected an object and to control the first image sensing
module to operate at a second frequency slower than the
first frequency when determined that the first image
sensor has detected the object; and
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a controller for generating output data according to the first
image data to provide to a host, wherein the host request-
ing the output data from the controller every output data
request period;

wherein the controller generates an adjustment signal
according to timing of the host requesting the output
data from the controller;

wherein the first sensing controller receives the adjustment
signal to adjust timing of the first sensing controller
generating the first image data.

5. The optical signal processing device of claim 4, wherein
the controller adjusts timing of the controller requesting the
first image data from the first sensing controller according to
timing of the host requesting the output data from the con-
troller.

6. The optical signal processing device of claim 4, wherein
the first image data comprises at least one object in image data
of the first sense image, and the output data comprises coor-
dinates information of the at least one object.

7. The optical signal processing device of claim 4, further
comprising:

a second image sensing module comprising:

a second image sensor for sensing light to generate a
second sense image; and

a second sensing controller for receiving the second
sense image and generating second image data every
image data generation period;

wherein the first image data comprises at least one objectin
image data of the first sense image, and the second image
data comprises the at least one object in image data of the
second sense image;

wherein the controller generates the output data according
to the first image data and the second image data, and the
output data comprises coordinates information of the at
least one object;

wherein the second sensing controller adjusts timing of the
second sensing controller generating the second image
data according to the adjustment signal.

8. The optical signal processing device of claim 4, wherein
the hostis a personal computer or an on-screen display (OSD)
controller.

9. The optical signal processing device of claim 4, wherein
the optical signal processing device is an optical touch device,
an optical distance measuring device, or an optical image
capture device.

10. An optical signal processing device, comprising:

a first image sensing module, comprising:

a first image sensor, for sensing light to generate a first
sense image; and

a first sensing controller, for receiving the first sense
image and generating first image data;

a first sensing controller configured to control the first
image sensing module to operate at a first frequency
when determined that the first image sensor has not
detected an object and to control the first image sensing
module to operate at a second frequency slower than the
first frequency when determined that the first image
sensor has detected the object; and

a controller, the controller requesting the first image data
from the first sensing controller every image data request
period, the controller generating output data according
to the first image data to provide to a host, and the host
requesting the output data from the controller every out-
put data request period;

wherein the first sensing controller adjusts timing of the
first sensing controller generating the first image data
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according to timing of the controller requesting the first
image data from the first sensing controller.

11. The optical signal processing device of claim 10,
wherein the controller adjusts timing of the controller
requesting the first image data from the first sensing control-
ler according to timing of the host requesting the output data
from the controller.

12. The optical signal processing device of claim 10,
wherein the first image data comprises at least one object in
image data of the first sense image, and the output data com-
prises coordinates information of the at least one object.

13. The optical signal processing device of claim 10, fur-
ther comprising:

a second image sensing module, comprising:

a second image sensor, for sensing light to generate a
second sense image; and

a second sensing controller, for receiving the second
sense image and generating second image data every
image data generation period;

wherein the controller every image data request period
requests the second image data from the second sensing
controller;

wherein the first image data comprises at least one objectin
image data of the first sense image, and the second image
data comprises the at least one object in image data of the
second sense image;

wherein the controller generates the output data according
to the first image data and the second image data, and the
output data comprises coordinates information of the at
least one object.

14. The optical signal processing device of claim 10,
wherein the host is a personal computer or an on-screen
display (OSD) controller.

15. The optical signal processing device of claim 10,
wherein the optical signal processing device is an optical
touch device, an optical distance measuring device, or an
optical image capture device.

16. An optical signal processing device comprising:

a first image sensing module, comprising:

a first image sensor, for sensing light to generate gener-
ates a first sense image; and

a first sensing controller, for receiving the first sense
image and generating first image data;

a first sensing controller configured to control the first
image sensing module to operate at a first frequency
when determined that the first image sensor has not
detected an object and to control the first image sensing
module to operate at a second frequency slower than the
first frequency when determined that the first image
sensor has detected the object; and

a controller, the controller requesting the first image data
from the first sensing controller every image data request
period, and the controller generating output data accord-
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ing to the first image data to provide to a host, the host
requesting the output data from the controller every out-
put data request period;

wherein the controller adjusts timing of the controller

requesting the first image data from the first sensing
controller according to timing of the host requesting the
output data from the controller.

17. The optical signal processing device of claim 16,
wherein the first sensing controller adjusts timing of the first
sensing controller generating the first image data according to
timing of the controller requesting the first image data from
the first sensing controller.

18. The optical signal processing device of claim 16,
wherein the controller generates an adjustment signal accord-
ing to timing of the host requesting the output data from the
controller;

wherein the first sensing controller receives the adjustment

signal for adjusting timing of the first sensing controller
generating the first image data.

19. The optical signal processing device of claim 16,
wherein the first image data comprises at least one object in
image data of the first sense image, and the output data com-
prises coordinates information of the at least one object.

20. The optical signal processing device of claim 16, fur-
ther comprising:

a second image sensing module, comprising:

a second image sensor for sensing light to generate a
second sense image; and

a second sensing controller, for receiving the second
sense image and generating second image data every
image data generation period;

wherein the controller requests the second image data from

the second sensing controller every image data request
period;

wherein the first image data comprises at least one objectin

image data of the first sense image, and the second image
data comprises the at least one object in image data of the
second sense image;

wherein the controller generates the output data according

to the first image data and the second image data, and the
output data comprises coordinates information of the at
least one object.

21. The optical signal processing device of claim 16,
wherein the host is a personal computer or an on-screen
display (OSD) controller.

22. The optical signal processing device of claim 16,
wherein the optical signal processing device is an optical
touch device, an optical distance measuring device, or an
optical image capture device.
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